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EC-TYPE EXAMINATION CERTIFICATE SUPPLEMENT

Equipment or protective system intended for use in potentially explosive atmospheres
Directive 94/9/EC

Supplement nr. 4 to EC-Type Examination Certificate number LOM 03ATEX2004 X

Equipment or Protection System Boxes for electrical apparatus
Types EJ...

Manufacturer COOPER Crouse-Hinds

Address Avda,. Santa Eulalia, 290
08223-TERRASSA (BARCELONA)
SPAIN

Test report nr.: LOM 13.611 NP

Variations included in this certificate
- Assessment update to the standards: EN 60079-0:2012, EN 60079-1:2007, EN 60079-11:2012
- To permit batteries with a volume up to 1/100 of the free volume of the box.

- To permit capacitors with more than 3 s of discharge time
- To permit the use of inner equipment with rated voltage: Un < 14 kV.
hanges i kin

@ 112G ExdIIB T4.T6 Gb @ 112(2) G Exd[ib] IIB T4..T6 Gb
@ I12(1) G Ex d[ia Ga] IIB T4..T6 Gb @ 112(1/2) G Ex d[ia Ga/ib Gb] IIB T4..T6 Gb

When equipment includes batteries, with a volume of up to 1% of the free volume of the box, the marking shall include the
warning: "DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT"

When equipment includes capacitors with discharge time longer that opening of the enclosure the marking shall include the
warning: "AFTER DE-ENERGIZING, DELAY xx MINUTES BEFORE OPENING" where xx is decay time.

In all other cases: "DO NOT OPEN WHEN ENERGIZING "

Changes in the special conditions for a safe use

Conditions of base certificate and previous supplements remain unchanged

This supplement must be an inseparable part together with the base certificate LOM 03ATEX2004 X
This Certificate is a translation from the original in Spanish. The LOM liability applies only on the Spanish text
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3) Supplement nr. 4 to EC-Type Examination Certificate number LOM 03ATEX2004 X

an Descriptive documents
Rev. Date
- Technical dossier: 1 2014-03-01

Getafe, 2014-05-05

Carlos Ferndndez Ramén
Responsible of the Certification Committee
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@ EC-TYPE EXAMINATION CERTIFICATE SUPPLEMENT
) Equipment or protective system intended for use in potentially explosive atmospheres
Directive 94/9/EC
3) Supplement nr. 5 to EC-Type Examination Certificate number LOM 03ATEX2004 X
4 Equipment or Protection System Boxes for electrical apparatus
TypesEJ...
(5) Manufacturer COOPER Crouse-Hinds
(6) Address Avda. Santa Eulalia, 290
08223-TERRASSA (BARCELONA)
SPAIN
©) Test report nr.: LOM 14.233 LP
(8) Variations included in this certificate
- To include a new type of boxes EJB 241 H and accessories as specified in the component certificate LOM
02ATEX3060U, suitable for 11B + H2 atmospheres.
9) Changes in marking
For the variants EJB 241_H
@ 112G ExdIlIB+H, T4.T6 Gb @ 112(2) G Exd[ib] 1B+ H, T4..T6 Gb
@ I12(1) G Ex d[ia Ga] 1B+ H, T4..T6 Gb @ 112(1/2) G Ex d[ia Ga/ib Gb] 1B+ H, T4..T6 Gb
(10) Changes in the special conditions for a safe use

In addition to the conditions specified in the base certificate and previous supplements is added:

- The dimensions of the flameproof joints are, in part, other than those specified as maximum or minimum in paragraph 5
of EN 60079-1: 2007. The manufacturer shall transfer to the user the appropriate information about the dimensions of
these flameproof joints.

(12) Descriptive documents
Rev. Date
- Technical description: EJ Suplemento N° 5 - 2014-10-28
Getafe, 2015-04-10
L s
/

Carlos Fernandez Ramon
Head of Certification Committee

This supplement must be an inseparable part together with the base certificate LOM 03ATEX2004 X

This Certificate is a translation from the original in Spanish. The LOM liability applies only on the Spanish text
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